Information required by the Director of Factories, Boilers, Industrial Safety and Health under rule 3 of the Karnataka Factories Rules, 1969 read with section 6 (1) a, b & c of 
Factories Act, 1948



                   Office of the





Director of Factories, Boilers, Industrial Safety 

                                                             & Health in Karnataka, Karmika Bhavan,





Bhannerghatta Road, 

 



BANGALORE – 560 029.



Dated:
FPN Section:


The application is directed under rule 3 read with Section 6 of Factories Act, 1948 to supply information, to give details or to clarify the points raised in the enclosed questionnaire, along with application for approval of plans. He may obtain from the area Inspector any clarification or guidance.



        DIRECTOR OF FACTORIES, BOILERS,  

                                                                                    INDUSTRIAL SAFETY & HEALTH 
                                                                                     IN KARNATAKA, BANGALORE.
QUESTIONNAIRE


(This is designed as guide to tentative factory building standards so that occupiers ensure the same before offering for approval.  Please note that exact spacing will be decided after going into details of manufacturing process, orientation of plant along with improvements for safe environment and comfort conditions).
	1
	Are plans for new Factory/old building to be adopted as a factory/for extension of existing building/machinery Layout/existing building and machinery, coming under the preview of the Factories Act?
	

	2
	a)   If the factory is Registered. 
      Licence Number.
                                   

b)   Reference Number of previous approval of plans;                   

c)   What will be the maximum number of workers,

      Male & Female
	Male:            

Female:

     Total:

	3
	Are all building and structural details given in plans?
	

	4
	Plinth of Factory buildings?

i)   Is the height of plinth such that sub-soil or draw water 
      will not dampen the floor? 

                         

ii)  Adequate rams or steps provided? 

	

	5
	Lighting :

    In case of North light of monitor roofs.

   i)   Glazed windows provided in east and west walls give 
         glare. How is this avoided?



   
ii) In case of gabled roofs the glazed windows should be
          in North and South walls only? 

iii)  To ensure glare free day light the angle between the 
       glazing plans of North light and vertical should 
       not be (more than the latitude of place reduced 
       by 22 ½ degrees.  Is it ensured?)


	

	6
	Ventilation: Is the following ensured?

i)  Is sufficient air movement by passing at as low a level as

     possible and aggrees at as high a level possible?               
	

	
	ii)   In case of a number of north roof spans?

       a)  Windows are to be fitted in north and south walls.             
	

	
	       b)  Lowered ventilators with adequate air gap but not                      

            permitting direct breeze are to be arranged about one
            foot from floor level.
	

	
	c) Air gap between the top of north light glazing frame 
              and the curved roof shall not be less than 
              one foot.               
   
	

	
	       d)   Is aggregate area (a), (b) & (c) atleast 15% of the total 

             floor area?                                                    
	

	
	iii)  In case of gabled roofs aggregate areas of windows

       louvered openings and  monitors shall not be less than   

        15% of floor.
	

	
	iv)  In case of hot humid climate the area of openings 

      shall be 25% of floor.                                           
	

	
	v)  In case of mechanical system of ventilation please give                       

     located of INGRESS & no. air changes designed.  

     DESIGNED.
	

	7
	Is section draft or exhaust applied to plant? & Where?                   

Are the capacities and location shown?
	

	8
	DOORS:

   Is the position of doors such that no worker is required 

to move a distance of more than building ordinarily?

a) Size, & No. of doors.          
 
                        

b) Type of Doors shutters.

c) Are exit Door panels of the type that open outside?    
	

	9
	FLOORING:

a) Is flooring suitable for the Load?


        

b) Is flooring non-slipping?  


                    

c) Is flooring smooth and even?

         What is the gradient for drg?
	

	10
	WALLS.

a) Are the inside of walls smooth & lime washed 

   or painted?
        


  b)   Material  used and arrangements for heat insulation.

	

	11
	ROOFS : GIVE DETAILS

a) Material used.

b) Overlap of sheets.                         

c) Purlin spacing should not exceed 1.4 meters, In case 
       of A.C sheets.


       
         

d) Is the height of roof from floor to the level at least  

       3.60 meter? (This should be stepped upon extreme
                    

       climates and not process)

e) Is talc  cooling  or any other method of heat insulation

Provided below the floor? (In case of dusty processes

And where lofts above floor are necessary such as 
                       

Inning factory or oil mill height or roof should be

4.3 meters to provide land room of at least 10 feet)
	

	12
	Situation of Sanitary Accommodation:

(Latrines, Urinals and Wash places as prescribed under Rules)
	

	
	a)  Shown in site plan?
	

	
	b)  Are details given?  
	

	
	c)  Are they connected  to public sewerage  system or are

      they provided with aqua privy or septic tank approved

      by Public Health Authorities?
	

	
	d)  What is the maximum distance a worker has to travel
 

   from work place to reach sanitary conveniences?

    (This should be about 50 feet)
	

	
	e) Is adequate arrangement for supply of water at the block 
      provided?

	

	
	f)   Is separate and screened arrangements provided for male
     and female workers?

	

	
	(The Sanitary accommodation shall not communicate directly

with any work room and shall not be within 20 feet or any 

drinking water center)
	

	13
	If Machinery Layout is to be approved :
  a)  Are adequate main alloys and side alloys planned

       taking into account movement of materials, of Persons
       and transport?
	

	
	b) Give details of spacing of individual machine in block

       diagrammes and over all space occupied by machines?      
	

	
	c)    (As a tentative approach, a clear spacing of three feet
             

         around each machine is desirable).
	

	
	d)   In case of ever handling or underground components,


   please show position on plan view by dotted lines or
               


   give separate views.

     (In specific instances spacing should  be  consistent  with

      safety during operation and repair work)
	

	14
	As drinking water centers or points shown in place (S.18)?

 Please state source and shortage and number of taps on stand pipe.

	

	15
	Are the first aid points provided, in view rooms (S.45)?

(Clean places tables and wash basin)

	

	16
	Is ambulance room provided as per rule (S.45) (Stretcher
Rooms lying in bed, compounds room and medical officers
                 room with examination equipment).
	

	17
	Is prescribed canteen building provided as per rules (S.46)

(Please consults standard plan for preventing entry of 

persons before washing, prevention of flays adequate plate  

and utensil wash ups, garbage disposal in addition to 
prescribe dining hall sets and equipment)
	

	18
	Are prescribed rest-cum-lunch rooms provided for workers

working in more than one shift for rest or taking their 
meals brought by them with adequate washing and 
drinking water facilities,  seats and tables?
	

	19
	Is prescribed creche provided?  (S.48).  (With a room for  women in-change, store, lavatory wash up drinking water storage cups and Play ground).
	

	20
	Is permission of local authority obtained permitting the site

for the construction and situation of the factory? If so quote reference.
	

	21
	Is stability certificates obtained in case if old buildings to be  

 use as a factory?

	

	22
	Have you applied to public health authority for approval 
of arrangements for disposal of trade waste?
	

	23
	Have you applied to the explosive department?  if applicable?
	

	24
	Names of inflammable solvents or liquids being used in
the process and estimated quantity required
 per day.
	

	25
	Names of gassous substance going to be produced and details
 as to their collection and exhaust.
	

	26
	Names of electric equipments provided and whether they are
of the flame proof type in places where inflammable vapour 
is present.
	

	27
	In case where combustible materials are available in the 
work area, details as to be fire prevention  methods proposed 
to be adopted.
	


                                                                                      Statement made above are correct.

                                                                                             (Signature of the applicant)
Place : 






Address :

Date :
